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@ Attach Track, continued

Use toggle bolts if vertical panels are not within 3" of a
stud. To determine the location of the toggle bolt(s), hold
the track over the horizontal line, and mark the hole
locations near the studs and vertical panels (keep track
level). Figure 4.

NOTE: Toggle bolts, if required, must be installed
prior to attaching track to wall. See "For holes
marked for toggle bolts" below.

Figure 3
For Standard Drywall/Wallboard/Sheetrock:
For holes marked at studs, drill a pilot hole with a 1/8" NOTE:
drill bit. Attach the track to the wall using #8 x 50mm Do not use holes directly
screws. Figure 3a. NOTE: Do not leave end of track behind a vertical panel. Mark v
unsupported, it must be attached to wall. holes around vertical for | ! Vertical Panel
stud or toggle bolt. o Location
For Other Wall Types: \\
For cement, block, or other type of wall, use a suitable ™~
wall anchor available from your local hardware store. h| ‘
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Location
For holes marked for toggle bolts, drill a 1/2" hole Place thumb between plastic straps. Push side to side,
through the wallboard. Hold the metal channel flat along snapping off straps at the wall. Figure 5c.
the side plastic straps and slide the channel through the
hole. Figure 5a. Insert the toggle bolt through the hole in track and
tighten until flush with the wall. Minimum clearance
With one hand, pull the ring so the metal channel rests behind wall is 1 7/8". Figure 5d. If additional toggle
flush behind the wall, as you slide the plastic cap along bolts are needed, purchase locally or call our toll-free
the straps with other hand until the flange of the cap is Customer Help Line at 1(800)562-4257.

flush with the wall. Figure 5b.

Metal Channel should
rest flush behind wall

Metal Channel \®

Plastic Straps

Bend straps back
and forth to snap off Toggle Bolt

Figure 5a Figure 5b Figure 5¢ Figure 5d

TOGGLER® is a registered trademark of Mechanical Plastics Corp. TOGGLER® brand toggle bolts are patented under one or more of the following
US patent numbers 4,075,924: 4,294,156 and foreign counterparts thereof.
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Figure 6
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@ Attach Cleats to Wall

Hang vertical panel on track approximately 15" from
corner. Figure 6.

®— Vertical Panel

Position cleat in corner and level with vertical panel. Screw
cleat to wall using two (2) #8 x 50mm screws. Figure 7.

NOTE:
Second hole location is
recommended. Top hole
will be needed for top
shelf.

Remove vertical panel.

Install 2nd and 3rd cleat to end of previously
installed one. Figure 8.

Figure 8 :
Push :
0 cleats :
together . ™
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#8 x 50mm Screw

@ Assemble Unit

NOTE: Corner Shelves are supported by using

either 48" or 72" vertical panels. These panels are
found in the following kits: RB1460, RB1448,
RV1472, RV1447, and RV72.

Position one of the vertical panels on the floor as
shown (front edge up). Attach a bottom and middle
corner shelf using #8 x 50mm screws. Figure 9.

#8 x 50mm
Screw |

Figure 9
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